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AIR CONDITIONING SPLIT SYSTEM - 13.4 SEER



Outdoor 38KBA02431121 38KBE03631120 38KBF04831120 38KBF06031120
V/Ph/Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz 208/230V-1Ph-60Hz

Capacity       Btu/h 23000 34200 46000 55000
Capacity W 6741 10023 13482 16120
Rated current   A 8.9 13.3 17.9 21.4
EER Btu/h.W 11.20 11.20 11.20 11.20
EER W/W 3.28 3.28 3.28 3.28
Power Input W 2054 3054 4107 4911
SEER

A 18.
13.4

4
13.4

 24.6
A 30 4

13.4
 27 

45 0 50
Number of row 2 2 2 1
FPI 21 21 21 23
Fin material Aluminum Aluminum Aluminum Aluminum
Tube outside diameter mm 4.9 4.9 4.9 micro channel
Tube material Copper Copper Copper Aluminum
Coil length x height x width mm 1547×580×25.12 2125×580×25.12 1972×783×25.12 2097*797*20
Number of circuit 6 10 13 1
Brand GMCC GMCC LG LG
Model ASF200N1UKP ASG300N1UMT ABG042KAA ABG051KAA
Type Rotray Rotray Scroll Scroll
Capacity     W 5975 8910 12310 14940
Input          W 1895 2820 3962 4722
Rated current(RLA) A 13 20 18.3 21
Locked rotor Amp(LRA)   A 43 72 108 127.9
Thermal protector     Yes Yes Yes Yes
Capacitor       uF 55 60 70 70
Refrigerant oil   ml 570 560 1280 1280
Brand Welling/BROAD-OCEAN Welling/BROAD-OCEAN Welling Welling
Model ZKSN-100-8-11 ZKSN-200-8-6L YDK230-6L YDK230-6L
Type EMC EMC PSC PSC
Input           W 143 241 340 340
Output HP 1/6 1/3 1/3 1/3
FLA A 1.6 2.2 1.7 1.7
Capacitor       uF / / 15 15
Speed rpm 980 930 1075 1075

m3/h 3211 5239 6253 6760
dB(A) 63 66 67 67

Unit (WxHxD) mm 600×633×600 740×633×740 710×843×710 740×843×740
Packing (WxHxD) mm 628×667×628 768×667×768 738×877×738 768×877×768
Net kg 54 67 87 91
Gross kg 57 71 92 95
Type R410A R410A R410A R410A
Charge g 2270 2620 3520 3720
Liquid side inch  3/8  3/8  3/8  3/8
Gas side  inch  3/4  3/4  7/8 1 1/8
Max. refrigerant pipe length   ft 100 100 150 150

Max. difference in level
(Outdoor Unit Below Indoor coil) ft 50 50 60 60

Piston Piston Piston Piston
℃ 17~30 17~30 17~30 17~30
℃ 12.7~48.9 12.7~48.9 12.7~48.9 12.7~48.9
℃ / / / /

Indoor 75 65 48 45
Outdoor 75 65 48 45

Ambient temperature range (cooling)       
Ambient temperature range (heating)          
Qty’per 20’& 40’&40HQ   

Model name

Outdoor dimension

Outdoor weight

Refrigerant

Refrigerant pipe

Throttle Type
Operation temperature range              

Outdoor coil

Compressor

Outdoor fan motor

Outdoor air flow            
Outdoor noise level        

MOP

Power supply

Cooling

MCA

Indoor 42KBA02431120 42KBC03631120  42KBA06031120
Number of row 4 4 4 5
FPI - 17 17 17 17
Fin material Aluminum Aluminum Aluminum Aluminum

Tube outside diameter mm 7 7 7 7
Tube material Aluminum Aluminum Aluminum Aluminum
Coil length x height x width  mm 445×420×53.48 445×420×53.48 510×546×53.48 510×546×66.85
Number of circuit 10 10 12 14
Brand Weiling Weiling Weiling Weiling
Model YDK150-6F YDK220-6F YDK300-6F YDK400-6F
Type PSC PSC PSC PSC
Input           W 360/300/250 462/360/318 624/485/447 702/620/608
FLA A 1.62/1.36/1.2 2.23/1.7/1.54 3.01/2.27/2.12 3.08/2.71/2.66
Capacitor       uF 10 15 20 20
Speed (Hi/Me/Lo) rpm 750/695/600 865/775/645 925/835/730 990/940/860

m3/h 1151/1423/1872 1203/1658/2001 1926/2356/2791 2535/2848/3037
dB(A) 50/48/44 50/48/44 54/52/49 54/52/49

Unit (WxHxD) mm 500×1180×550 500×1180×550 560×1385×610 560×1385×610
Packing (WxHxD) mm 567×1197×644 567×1197×644 627×1402×704 627×1402×704
Net kg 49 59 72 73
Gross kg 55 66 80 81

Indoor fan motor

Indoor air flow (Hi/Me/Lo)    
Indoor noise level (Hi/Me/Lo)

Indoor dimension

Indoor weight

 

Indoor coil

Model name 42KBC0 3112048

13.4
 29.6


